
SPOTMAT LED Light/PIR Sensor

Applications:  
Inside wardrobes, Kitchen work tops, Supplementary night lighting in bedrooms, Stairs, Corridors.

FEATURES:

3 year guarantee

360º detection angle

Battery operated LED Lamp with Motion Sensor, no installation required.

HVAC Refrigeration Electrical Measurement

energia inteligente

Detection Field: 

Wall or Ceiling mount

Dimensions: Ø 90 x 30 mm

Battery Powered 3 x AAA batteries 
(batteries not included)

Detection Field: 6m at 2.5m

Dimensions: SPOTMAT: 

Time delay 20 seconds

Built-in daylight sensor
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ECOMAT

DICROMAT

MULTIMAT 

CIRCUMAT

•	 Compact design
•	 Outdoor sensor, IP55
•	 Detection field: 

200°/12 m
•	 Timing: 3s-30 min
•	 Ceiling & Wall mount

•	 High sensitivity
•	 Hidden installation
•	 Detection field: 

270°/6 m
•	 Timing: 3s-30 min
•	 Surface Mount

•	 Possibility of additional  
sensor and 2 contacts

•	 Detection field: 360°/Ø7 m
•	 Timing: T1 1s - 10 min         

Dicromat 2 + T2 10s-5 min
•	 Ceiling Mount

•	 Functional and stylish
•	 Detection field: 360°/Ø7 m
•	 Timing: 3s-10 min
•	 Ceiling Mount

•	 Ideal for hallways, landings, 
offices and bathrooms.

The Orbis range of Occupancy and Motion Sensors are ideal for a variety of both indoor and outdoor 
applications. With a series of compact stylish designs and various installation methods, these sensors 

sit comfortably in any environment.

•	 Ideal for outdoor areas such 
as porches and landings

•	 Ideal for hallways, landings, 
offices and bathrooms.
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Contact Eurotec: 

•	 Ideal for hallways, landings, 
offices and bathrooms.


